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Chevrolet Corvette C7 / C7 Z51 Rear Spoiler Installation 

Manual 
 

Components List: Approximate Installation Time: 

1 x Rear Spoiler 

1 x Spoiler Template 

9 x M6 Flange Nut 

 

1.5 Hour 
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Installation Procedures: 

 

 
 

1. Find spoiler installation template in the 

supplied package. Cut right on top of 

the suggested cutline on the template for 

installation. 

 
 

2. Make sure you have a very clean cut on 

the line where you will be placing in 

front of 3
rd

 brake light. This line deter-

mines how the spoiler sits on the rear 

bumper. Do not leave extra white area 

behind the suggested cut line. 

 
 

 

3. Place the template onto the rear bumper. 

Starting from the brake light corner 

edge, make sure template sits nice and 

snug to the brake light corners.  

 

4. Place 3 masking tapes to the “Tape” 

mark on the template in front of the 

brake light. This will hold the template 

in place for next step.  
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5. Now, your template on the car 

should look like this with 3 

masking tapes holding it down. 

 
 

6. Here is the important part of 

masking the template. Pay ex-

tra attention to the curve and 

drop off surface right next the 

3
rd

 brake light, you want to 

make sure the template sit 

along with the curve.  

 
 

7. Align the template trailing 

edge to the bumper edge. Put 

tapes at the “Tape” mark to se-

cure the template. Repeat these 

steps to other side. 
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8. Once the template is fully taped to the 

rear deck, double check the location 

where the hole marks matche with the 

spoiler studs by putting the actual 

spoiler piece on top of the template.  

 

9. Make adjustment to the template if the 

spoiler studs did not match up with the 

mark holes on the template. 

 

 
 

10. Drill 1/8” holes into the vehicle bumper 

on the template  at “Drill” mark. 

 

11. After all 9 holes are drilled. You can 

switch the drill bit to 13/32 (10mm) to 

do the final size hole. 

 
 

12. Test the spoiler for fit and make chang-

es till the spoiler sits flush to the rear 

deck.  
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Bumper Removal Steps: 

 

13. Remove weather stripping off the rear 

inner trunk to gain access for removing 

rear bumper mounting screws. 

 

 

14. Remove all 10 screws on top side of 

the bumper. 

 

 

15. Remove both rear tail light surround 

garnishes. No screw holding these 

pieces, just pop them out. 
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16. Try to find a torx screw sits behind the 

tail light, remove this screw and per-

form the same step to other side. 

 

 

17. Remove all 3 bolts that located on the 

right underside diffuser to the bumper. 

 

18. Remove rear bumper splash guard and 

torx screws behind it. 
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19. Remove 2 x 10mm bolts holding the  

exhaust heat shield.  

 

20. Remove two screws that hold diffuser 

to the wheel well liner guard on each 

side. 

 

21. All the attachments securing the bump-

er should be all cleared for bumper re-

moval. By pulling the rear bumper to-

wards you, it should unclip itself from 

the rear quarter panel. Perform this step 

to other side. 
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22. Make sure leave a good spacing from 

bumper to the car body for spoiler in-

stallation. 

 

23. Use the M6 flange nut supplied in the 

package to secure the spoiler onto the 

rear bumper deck. 

 

24. Once all 9 flange nuts are installed. 

Reverse the bumper removal steps and 

tighten all the factory hardware back to 

the same location. 

 

25. Installation is now complete. 

   


