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2002-Present CS-DTRF Ram Front Camera Installation Instructions 

Thank you for your purchase!  These instructions are intended for the do-it-yourselfer who decides to install the 

camera without professional assistance.  Keep in mind you will be installing a device that uses electrical power 

from your computer controlled truck.  If you are not confident in your ability to attach this device without frying 

your electrical system, new camera, or yourself please seek PROFESSIONAL INSTALLATION! 

BEFORE YOU BEGIN 

If you purchased this front camera with a Lockpick interface please note that all the wire connections 

will be made at the Lockpick device.  Be sure to follow the Lockpick installation instructions carefully if 

used in this application. 

Ensure that wires remain clear of moving objects in the engine compartment.   

 

Read through the entire instructions before beginning the installation. 

Unpack the contents of the package to be sure you have everything you need before you begin.   In the 

package you should have the camera, foam gasket, chassis harness, and zip ties.   

1. Locate a suitable mounting location on the grille and place a piece of masking tape over the 

general area to help protect against scratching etc.   
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2. Mark your hole location and drill a small pilot hole followed by a 7/32” hole in the surface of 

your grille.  Be careful to ensure that there is nothing behind your drill location that can be 

damaged by the drill bit when it penetrates the surface! 

 

3. Remove the nut/washer from the camera and place the foam washer over the base of the 

camera housing 

4. Feed the wire harness through the hole you just drilled and secure the camera to the grille by 

installing the nut and washer on the back side.  Only hand-tighten for now. 

 

5. Connect the camera cable to the chassis harness by firmly pushing the micro connector into the 

single point socket.  Be careful as it is keyed and can only go together one way. 

6. Route the chassis harness through the engine compartment securing it with zip ties along the 

way.  Ensure it’s clear of any moving parts or latches. 
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7. Push the harness through the rubber grommet in the firewall by putting a small slit in the 

grommet with a razor knife, then carefully fold over the RCA/power wires and pull through the 

hole.  Do not push the RCA through pin-first or you can damage the head of the RCA cable! 

8. Route the RCA to your Lockpick or aftermarket monitor and connect to the Front camera input. 

9. Route the power wire to your Lockpick front camera power wire or, if no Lockpick to an 

accessory power source in the fuse panel or other suitable location where the power is active 

with the ignition key.   

10. Route the black camera wire to chassis ground.  Lockpick will also supply ground if applicable. 

11. Reassemble and test.  

 

PARKING GUIDELINES:  Note that the camera has the parking guidelines enabled by default.  If you do 

not want the parking guidelines in the display simply cut the looped white wire 

that is protruding from the shrink tube on the camera wire near where the 

camera plugs into the chassis harness. 

 

 

 

TROUBLESHOOTING: 
 
We will provide you with excellent support of your new camera. We just ask that try a few things before 
contacting us: 
 

1. Is the chassis harness connector properly seated to the camera connector?  This is almost 
always the problem so make sure the camera plug is pushed as far as it can go.  Sometimes it 
may be best to disconnect it and reconnect it again while pushing firmly to ensure it’s seated all 
the way. 

2. Do you have power at the camera when the truck is powered on?  Be sure to test the lead at the 
camera end FIRST. If you do not have power, check your connection or check the fuse covering 
the circuit you’re getting power from.   Be careful not to touch multiple pins inside the 
connection when power is applied.   Test one pin at a time until you find the one with power – 
you should have 3.4 volts on the power pin. 

3. If the issue is involving the Lockpick functionality, please call Coastal Electronics directly at 321-
574-5645 to get it resolved.  Ensure  you have followed the Lockpick installation instructions 
carefully before calling! 

 
If the issue is camera related please call or email Camera Source support at 888-844-9763 option 2 or 

email address below. 

Cut here to remove  

parking guidlelines 
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